BOROUGH OF WYOMING - POLICE STATION ADDITION

SECTION 05500 - METAL FABRICATIONS

PART 1 - GENERAL

1.1

A.

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 1 Specification Sections, apply to this Section.

SUMMARY
This Section includes the following:

Loose bearing plates.

Loose steel lintels.

Steel framing and supports for mechanical and electrical equipment.

Steel framing and supports for applications where framing and supports are not
specified in other Sections.
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Related Sections include the following:

1. Division 5 Section "Structural Steel” for structural-steel framing system components.

SUBMITTALS
Product Data: For the following:

1. Paint products.
.7 Grout.

Shop Drawings: Detail fabrication and erection of each metal fabrication indicated.
Include plans, elevations, sections, and details of metal fabrications and their connections.
Show anchorage and accessory items.

1. Provide templates for anchors and bolts specified for installation under other
Sections.

Welding Certificates: Copies of certificates for welding procedures and personnel.

Qualification Data: For firms and persons specified in "Quality Assurance” Article to
demonstrate their capabilities and experience. Include lists of completed projects with
project names and addresses, names and addresses of architects and owners, and other
information specified.
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1.4

1.5

1.6
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QUALITY ASSURANCE

Fabricator Qualifications: A firm experienced in producing metal fabrications similar to
those indicated for this Project and with a record of successful in-service performance, as
well as sufficient production capacity to produce required units.

Welding: Qualify procedures and personnel according 0 the following:

1.  AWS D1.1, "Structural Welding Code--Steel.”
2, Certify that each welder has satisfactorily passed AWS gualification tests for welding
processes involved and, if pertinent, has undergone recertification.

PROJECT CONDITIONS

Field Measurements: Where metal fabrications are indicated to fit walls and other
construction, including all mechanical and electrical openings, sizes, and locations, verify
dimensions by field measurements before fabrication and indicate measurements on Shop
Drawings. Coordinate fabrication scheduie with construction progress to avoid delaying
the Work.

COORDINATION

Coordinate installation of anchorages for metal fabrications. Furnish setting drawings,
templates, and directions for installing anchorages, including sleeves, concrete inserts,
anchor bolts, and items with integral anchors, that are to be embedded in concrete or
masonry. Deliver such items to Project site in time for installation,

PART 2 - PRODUCTS

2.1

A.

2.2

2.3

METALS, GENERAL

Metal Surfaces, General: For metal fabrications exposed to view in the completed Work,
provide materials with smooth, flat surfaces without blemishes. Do not use materials with
exposed pitting, seam marks, roller marks, rolled trade names, or roughness.

FERROUS METALS

Steel Plates, Shapes, and Bars: ASTM A 36/A 36M.

PAINT

Shop Primer for Ferrous Metal: Fast-curing, lead- and chromate-free, universal modified-
alkyd primer complying with performance requirements in FS TT-P-664; selected for good
resistance to normal atmospheric corrosion, compatibility with finish paint systems
indicated, and capability to provide a sound foundation for field-applied topcoats despite
prolonged exposure.
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Galvanizing Repair Paint; High-zinc-dust-content paint for regalvanizing welds in steel,
complying with SSPC-Paint 20.

FASTENERS

General: Provide Type 304 or 316 stainless-steel fasteners for exterior use and zinc-
plated fasteners with coating complying with ASTM B 633, Class Fe/Zn 5, where built into
exterior walls. Select fasteners for type, grade, and class required.

Bolts and Nuts: Regular hexagon-head bolts, ASTM A 307, Grade A (ASTM F 568M,
Property Class 4.6); with hex nuts, ASTM A 563 (ASTM A 563M); and, where indicated,
flat washers.

Anchor Bolts; ASTM F 1554, Grade 36.

Machine Screws:; ASME B18.6.3 (ASME B18.6.7M).

Lag Boits; ASME B18.2.1 (ASME B18.2.3.8M).

Wood Screws: Flat head, carbon steel, ASME B18.6.1.

Plain Washers: Round, carbon steel, ASME B18.22.1 (ASME B18.22M).

Lock Washers: Helical, spring type, carbon steel, ASME B18.21.1 (ASME B18.21.2M).
Expansion Anchors: Anchor bolt and sleeve assembly of material indicated below with
capability to sustain, without failure, a load equal to six times the load imposed when
installed in unit masonry and equai to four times the load imposed when installed in

concrete, as determined by testing per ASTM E 488, conducted by a qualified independent
testing agency.

1. Material: Carbon-steel components zinc-plated to comply with ASTM B 633,
Class Fe/Zn b.

Toggle Bolts: FS FF-B-588, tumble-wing type, class and style as needed.

GROUT

Nonshrink, Nonmetallic Grout: Factory-packaged, nonstaining, noncorrosive, nongaseous
grout complying with ASTM C 1107. Provide grout specifically recommended by
manufacturer for interior and exterior applications.

FABRICATION, GENERAL

Shop Assembly: Preassemble items in shop to greatest extent possible to minimize field
splicing and assembly. Disassembile units only as necessary for shipping and handling
limitations, Use connections that maintain structural value of joined pieces. Clearly mark
units for reassembly and coordinated installation.
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