BOROUGH OF WYOMING — POLICE STATION ADDITION

SECTION 02300 - EARTHWORK

PART 1 - GENERAL
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RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditicns and Division 1 Specification Sections, apply to this Section.

SUMMARY
This Section includes the following:

Preparing subgrades for slabs-on-grade, walks, pavements, and lawns and grasses.
Excavating and backfilling for buildings and structures.

Drainage course for slabs-on-grads.

Subbase course for concrete walks.

Subsurface drainage backfill for walls and trenches.

Excavating and backfilling for utility trenches.

Excavating and backfilling trenches for buried mechanical and electrical utilities and
pits for buried utility structures.
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Related Sections include the following:

1. Division 2 Section "Lawns and Grasses” for finish grading, including preparing and
placing topsoil and planting solil for lawns.
2. Division 3 Section "Cast-in-Place Concrete” for granular course if placed over vapor

retarder and beneath the slab-on-grade.
3 Divisions 2, 15, and 16 Sections for installing underground mechanical and electrical
utilities and buried mechanical and electrical structures.

DEFINITIONS

Backfill: Soil material or controlled low-strength material used to fill an excavation.

1. Initial Backfill: Backfill placed beside and over pipe in a trench, including haunches
to support sides of pipe.

2. Final Backfill: Backfill placed over initial backfili to fill a trench.

Base Course: Course placed between the subbase course and hot-mix asphalt paving.

Bedding Course: Course placed over the excavated subgrade in a trench before laying
pipe.

Borrow Soil: Satisfactory soil imported from off-site for use as fill or backfill.

Drainage Course: Course supporting the slab-on-grade that also minimizes upward
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capillary flow of water.

Excavation: Removal of material encountered above subgrade elevations and fo lines and
dimensions indicated.

1. Bulk Excavation: Excavation more than 10 feet (3 m) in width and more than 30 feet
(9 m) in length.

2. Unauthorized Excavation: Excavation below subgrade elevations or beyond
indicated lines and dimensions without direction by Architect. Unauthorized
excavation. as well as remedial work directed by Architect, shall be without

additional compensation.
Fill: Soil materials used to raise existing grades.

Structures: Buildings, footings, foundations, retaining walls, slabs, tanks, curbs,
mechanical and electrical appurtenances, or other man-made stationary features
constructed above or below the ground surface.

Subbase Course: Course placed between the subgrade and base course for hot-mix
asphalt pavement, or course placed between the subgrade and a cement concreie
pavement or a cement concrete walk.

Subgrade: Surface or elevation remaining after completing excavation, or top surface of a
fill or backfill immediately below subbase, drainage fill, or topsoil materials.

Utilities: On-site underground pipes, conduits, ducts, and cables, as well as underground
services within buildings.

SUBMITTALS
Product Data: For the following:

1 Each type of plastic warning tape.
2 Design mixture.

Material Test Reports: From a qualified testing agency indicating and interpreting test
results for compliance of the following with requirements indicated:

1. Classification according to ASTM D 2487 of each on-site and borrow soil material

proposed for fill and backdill.
2. Laboratory compaction curve according o ASTM D 1557 for each on-site and

borrow soil material proposed for fill and backfill.

PROJECT CONDITIONS

Existing Utilities: Do not interrupt utilities serving facilities occupied by Owner or others
unless permitted in writing by Architect and then only after arranging to provide temporary
utility services according to requirements indicated.

1.  Notify Architect not less than two days in advance of proposed utility interruptions.
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